
1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

A A

B B

C C

D D

SHEET 1  OF 1 

DRAWN

CHECKED

QA

MFG

APPROVED

Dan

9/19/2023

DWG NO

TITLE

SIZE

D

REV

0

METRIC mm:   0.XXX `0.125     0.XX `0.25     0.X `0.40

ENGLISH in:   0.XXX `0.005     0.XX `0.010   0.X `0.015

Dimensional Tolerances

DENCAR-XXX-1 

DENCAR

THIS DOCUMENT CONTAINS CONFIDENTIAL AND PROPRIETARY INFORMATION THAT CANNOT BE REPRODUCED 
OR DIVULGED, IN WHOLE OR IN PART, WITHOUT WRITTEN AUTHORIZATION FROM HIG CONSULT

DENCAR EPC-13 3099 Rev 2

Mounting Location

Curb

622.3 mm

[24.50 in]

1/2-20 UNF J Anchorbolts

Min 2" above the concrete

4 places

4" Bollard

36" deep with a 12" concrete footer

60" above ground
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This placement puts the front of the Eco-10 box even with the front of the curb

Location for the center of the

conduit for the control box

DIRECTION OF TRAVEL
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480.0 mm

[18.90 in]

2
5
.
4
 
m

m

[
1
.
0
0
 
i
n
]

240.0 mm

[9.45 in]
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